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About us 

KIIFCON Private Limited (KIIFCON), a wholly owned subsidiary of Kerala Infrastructure 
Investment Fund Board (KIIFB), offers consultancy services including professional 
technical services, sustainable and innovative solutions for infrastructure development.  

KIIFCON aims to revolutionize Kerala’s infrastructure sector by providing expert technical 
services to engineering organizations. Their focus spans across various sectors, including 
transportation, buildings, energy, urban infrastructure, and public-private partnerships 
(PPP) transactions. 

KIIFCON offers a diverse range of services designed to meet the needs of various 
sectors. Major Key Service areas of KIIFCON are outlined below:  

➢ Consulting & Advisory Services 
➢ Environment Services 
➢ Design & Engineering 
➢ Project & Contract Management 
➢ Geographic Information System 
➢ Quality Management 
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Notice Inviting Quotation  

Director (P&E), KIIFCON on behalf of CEO, KIIFCON PVT LTD invites sealed quotations 
from experienced agencies for Supply and installation of AAC Blocks for Isolation wards 
in Family Health Center, Vallikunnam. 

Scope of Services 

The scope of work includes, but is not limited to, the following activities: 

The work shall include the complete supply, delivery, handling and installation of AAC 
block masonry using approved Grade-1 blocks from the specified brands Renacon, 
Magma or Licon, along with all required jointing mortar, cement, adhesives, bonding 
agents and other consumables. The contractor shall construct walls accurately to line, 
level and plumb, ensuring neat cutting of blocks at corners and openings, full bedding 
with thin mortar joints not exceeding 3–5 mm, proper staggering of vertical joints and firm 
tapping of blocks to achieve uniform alignment. All door, window and ventilation 
openings shall be properly formed, including the provision and casting of reinforced 
concrete lintel beams of the specified concrete grade, with adequate bearing on both 
sides. Masonry surfaces shall be cleaned and dampened before plastering, and a 
cement plaster of the specified mix or approved ready-mix plaster shall be applied on 
both faces to a uniform thickness, finished smooth using straight edges and cured 
adequately for best strength and finish. On completion, all debris shall be cleared from 
the site and the surfaces shall be handed over clean, aligned, crack-free and ready for 
final painting or finishing. 

MATERIAL SPECIFICATION 

All AAC shall conform to relevant Indian Standards: 

IS 2185 (Part 3): 1984 AAC Block Specifications 

IS 6441 (Part 1 & 5): 1972 Bulk Density & Compressive Strength 

IS 3346: 1980 Thermal Conductivity 

IS 6041: 1985  Masonry Construction Guidelines 

 

AAC blocks shall be of first quality, free from cracks, warping, or surface defects. The 
manufacturer’s batch number and specifications shall be submitted for approval before 
commencement of work. 
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Dimensional Requirements – AAC Blocks 

Dimension Nominal Size 
Length 600 mm 
Height 200 mm 
Width (Thickness)  150 mm 
Joint Thickness 3–5 mm 

 

Technical Specifications – AAC Blocks 

Parameter Required Specification 
Block Classification Grade 1 
Density (Oven Dry) 551–650 kg/m³ 
Compressive Strength Minimum 4.0 N/mm² 
Thermal Conductivity ≤ 0.24 W/mK 
Drying Shrinkage ≤ 0.05% 
Sound Reduction > 37 dB 
Fire Resistance Minimum 2 hours 
Pest Resistance Required 
Eco Certification Required 

 

WORKMANSHIP 

AAC Block Masonry: 

AAC blocks shall be laid true to line, level, and plumb over a properly cured and 
levelled base course. Blocks shall be wetted lightly by sprinkling or dipping for a few 
seconds (not soaked fully in water). A thin-bed jointing mortar (recommended by 
manufacturer) or cement mortar (1:4) shall be applied using a notched trowel, 
ensuring uniform joint thickness not exceeding 3–5 mm. Blocks shall be tapped gently 
with a rubber mallet to achieve uniform bedding and alignment. Vertical joints shall 
be staggered by a minimum of 100 mm. Masonry shall be cured by water sprinkling 
for at least 2–3 days or as recommended for thin bed adhesives. Work shall comply 
with IS 6041 and IS 2185 (Part 3). 

Plaster on Both Sides: 

Before plastering, all masonry surfaces shall be cleaned of dust, loosely adhered 
particles, and efflorescence. Joints shall be raked lightly to ensure bonding. A suitable 
polymer bonding agent shall be applied wherever specified. Plaster thickness shall 
not exceed 12–15 mm on either side unless indicated otherwise. Cement mortar (1:4) 
or approved ready-mix plaster shall be applied uniformly after dampening the 
surface. Plaster shall be finished with a smooth, even surface using screeds and 
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aluminium straight edges. Curing of plaster shall be done for a minimum of 7 days. 
Work shall conform to IS 9103 and IS 1661. 

Lintel Beams over Openings: 

Reinforced concrete lintels shall be provided over all door and window openings as 
per structural drawings. AAC blocks shall not be used as lintel substitutes. Bearing 
length of lintel on masonry shall not be less than 150 mm. Lintels shall be cast in M20 
grade concrete or as specified, using reinforced steel cleaned and placed as per IS 
456. Formwork shall be supported properly to avoid deflection. Curing shall be 
carried out for a minimum of 7 days. After lintel setting, masonry shall continue only 
after achieving adequate strength (minimum 3 days wait recommended). 

MEASUREMENT & PAYMENT 

Measurement shall be taken for the net volume of AAC masonry walls 
constructed, excluding openings above 0.1 m². The quantity shall be based on the 
actual built-up volume after completion, measured in cubic meters, and shall 
include cutting of blocks, forming of chases and openings, bedding with jointing 
mortar, curing, and finishing edges. Plastering shall be measured separately on 
the actual plastered surface area on both sides of the wall, excluding openings 
above 0.1 sqm, and the rate shall include surface preparation, bonding treatment 
where required, application of plaster to the specified thickness, finishing, curing 
and cleaning of all excess materials. Lintel beams shall be measured in cubic 
meters on the volume of concrete placed over openings, including necessary 
shuttering, reinforcement cutting and placing, concreting, compaction, curing 
and finishing of edges. Rates for lintel work shall include full supporting 
arrangements, formwork materials, and all incidental labour for safe casting and 
removal without damage to the masonry. 

QUALITY ASSURANCE 

All materials shall be subject to inspection and approval by the Engineer-in-
Charge. Work found unsatisfactory shall be dismantled and redone at the 
contractor’s cost. AAC blocks shall be rectangular, flat and free from cracks, with 
all faces parallel, edges square and a surface rough enough to provide proper key 
for plaster. Blocks shall be easily cut using standard hand tools, and shall be laid 
using thin-bed mortar to ensure neat bonding and uniform joints. The material 
shall be non-flammable, non-toxic, free from harmful emissions and safe to 
handle using basic protective equipment. Blocks shall be supplied wrapped and 
stacked on pallets to prevent breakage, and the supplier shall ensure that 
damaged blocks do not exceed acceptable limits. Every delivery shall be 
accompanied by test certificates confirming compliance with required properties 
such as density, compressive strength, thermal conductivity, drying shrinkage and 
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dimensional accuracy, and random checks may be carried out on site. Only 
material from the approved brands Renacon, Magma or Licon, backed by valid 
laboratory reports from accredited testing agencies, shall be accepted. 

 
GENERAL CONDITIONS 

• All work shall conform to CPWD specifications and relevant IS codes. 
• Contractor shall ensure proper protection of finished surfaces until handover. 
• Work area shall be kept clean and debris removed daily. 
• Any deviation from approved design or specification shall require written approval. 

Duration of Engagement 

The work shall be completed in 30 days. 

Submission of Quotation 

Interested agencies are requested to submit their sealed quotations  

Rate quotation on per square metre (m²)/ metre (m) basis including all taxes and duties. 

Delivery of Applications  

The RFQ shall be duly signed on each page by a person authorized by the entity. 
Documents of the entity authorizing such person must accompany the RFQ. KIIFCON 
reserves the right to reject outright any RFQ unsupported by proof of the signatory’s 
authority. The above details along with a covering letter shall be submitted on or before 
20.12.2025, 3PM in sealed cover with the name of the respondent and address clearly 
marked and identified as “Request for Quotation for Supply and installation of AAC 
Blocks for Isolation in Family Health Center, Vallikunnam”  to the following address:  

The Director(P&E)  
KIIFCON, 7th Floor, Felicity Square,  
MG Road, Thiruvananthapuram- 695001, Kerala.  
Any clarification/ communication may be addressed to kiifcon@kiifb.org 

 
General Terms & Conditions 

1. KIIFCON reserves the right to accept or reject any or all quotations without 
assigning any reason. 

2. Incomplete or conditional quotations will not be considered. 
3. Only bidders who meet the technical criteria specified in the RFQ shall be 

considered for evaluation of their financial quotations. 
4. The lowest offered rate shall be considered, and work order shall be issued to the 

lowest bidder(L1).  
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5. The decision of KIIFCON regarding the selection shall be final and binding. 
6. The contractor shall provide labour services as per the agreed scope of work, 

drawings, and specifications provided by KIIFCON. 
7. The work shall be executed in accordance with the timelines and milestones 

defined by KIIFCON. 
8. The contractor shall ensure adequate manpower is available to maintain the 

progress of work at all sites simultaneously and complete the work as per the time 
stipulated in the RFQ. 

9. All work shall be performed with good workmanship and in accordance with the 
project specifications and industry standards. 

10. Any defective work or materials shall be rectified or replaced by the contractor at 
no additional cost. 

11. The contractor shall be responsible for arranging and bearing the costs of 
electricity and water connections required for construction purposes. 

12. The contractor shall ensure all labourers adhere to site safety protocols and wear 
personal protective equipment (PPE). 

13. The contractor shall visit the site to ensure the safe movement of materials and 
personnel. Any vegetation, debris, or other obstructions present at the site shall 
be cleared by the contractor prior to the commencement of work. 

14. Accommodation for the labourers and staff shall be arranged by the contractor 
15. The contractor shall be solely responsible for the safety and security of all tools 

and equipment brought to the site. 
16. Any injury, accident, or damage caused due to negligence shall be the 

contractor’s responsibility. 
17. The contractor shall appoint a competent supervisor on-site to coordinate the 

labour force and ensure proper execution of work. 
18. The supervisor shall act as the contractor’s representative and liaise with the 

site/project engineer of KIIFCON. 
19. Payments will be made only after satisfactory completion of work and inspection 

at site by KIIFCON. 
20. Deductions will be made for damages, delays, or non-compliance with 

contractual terms. 
21. The contract will be terminated by either party with prior notice (as agreed), in case 

of breach of terms, non-performance, or other valid reasons. 
22. In such cases, the contractor shall remove all labour and materials belonging to 

them from the site within the specified time. 
23. The rate quoted shall be valid for a period of 4 months from the date of submission 

of the quote. 
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Schedule of Quantities 

 
Name of Work: Request for Quotation for supply and installation of  AAC Blocks for 
Isolation ward in Family Health Center, Vallikunnam. 
 

Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 
including 

GST (in 
figures & 

words) 

Amount per  
Sqm/Mtr including 

GST (in figures & 
words) 

1 

Providing, laying, jointing and 
testing underground UPVC pipes 
of various diameters including 
excavation, bedding, backfilling, 
fittings, joint connectors, solvent 
cement, testing and all 
incidentals complete as per 
specifications and drawings. 

   

 

 50mm 30 meter   

 75mm 30 meter   

 110mm 30 meter   

2 

Providing and fixing partition upto 
ceiling height consisting of G.I. 
frame and required board, 
including providing and fixing of 
frame work made of special 
section power pressed/ roll form 
G.I. sheet with Zinc coating of 120 
gms/ (both side inclusive), 
consisting of floor and ceiling 
channel 50 mm wide having equal 
flanges of 32 mm and 0.50 mm 
thick, fixed to the floor and ceiling 
at the spacing of 610 mm centre 
to centre with dash fastener of 
12.5 mm dia meter 50 mm length 
or suitable anchor fastener or 
metal screws with nylon plugs 
and the studs 48 mm wide having 
one flange of 34 mm and other 
flange 36 mm and 0.50 mm thick 
fixed vertically within flanges of  
floor and ceiling channel and 

21.48 
Square 

meter 
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 
including 

GST (in 
figures & 

words) 

Amount per  
Sqm/Mtr including 

GST (in figures & 
words) 

placed at a spacing of 610 mm 
centre to centre by 6 mm dia bolts 
and nuts, including fixing of studs 
along both ends of partition fixed 
flush to wall with suitable anchor 
fastener or metal screws with 
nylon plugs at spacing of 450 mm 
centre to centre, and fixing of 
boards to both side of frame work 
by 25 mm long dry wall screws on 
studs, floor and ceiling channels 
at the spacing of 300 mm centre 
to centre. The boards are to be 
fixed to the frame work with joints 
staggered to avoid through 
cracks, M.S. fixing channel of 99 
mm width (0.9 mm thick having 
two flanges of 9.5 mm each) to be 
provided at the horizontal joints of 
two boards, fixed to  the studs 
using metal to metal flat head 
screws, including jointing and 
finishing to a flush finish with 
recommended jointing 
compound, jointing tape, angle 
beads at corners (25 mm x 25 mm 
x0.5 mm), joint 
finisher and two coats of primer 
suitable for board as per 66 mm 
overall thickness Partition with 8 
mm thick single skin Calcium 
Silicate Board made with 
Calcareous & Siliceous materials 
reinforced with cellulose fiber 
manufactured through 
autoclaving process with 
Compressive Strength 225 kg/sq 
cm, Bending Strength 100 kg/sq 
cm 

3 

Reinforced cement concrete work 
in beams, suspended floors, 
roofs, having slope up to 150 
landings, 
balconies, shelves, chajjas, 
lintels, bands, plain window sills, 

4.50 cubic 

meter 
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 
including 

GST (in 
figures & 

words) 

Amount per  
Sqm/Mtr including 

GST (in figures & 
words) 

staircases and spiral stair cases 
up to floor five 
level excluding the cost of 
centering, shuttering, finishing 
and reinforcement, with1:1.5:3 (1 
cement : 1.5 
coarse sand (Zone III) : 3 graded 
stone aggregate 20 mm nominal 
size). 

4 

Steel reinforcement for R.C.C 
work including straightening, 
cutting, bending, placing in 
position and binding 
all complete above plinth level. 
Thermo - Mechanically Treated 
bars of grade Fe-500D or more 

720 Kg  

 

5 12 mm cement plaster of mix ::1:4 
(1 cement : 4 fine sand) 

749 Square 

meter 
 

 

6 

Providing and laying in position 
cement concrete of specified 
grade excluding the cost of 
centering and shuttering - All work 
up to plinth level:1:4:8 (1 Cement 
: 4 coarse 
sand (zone-III) derived from 
natural sources : 8 graded stone 
aggregate 40 mm nominal size 
derived from natural sources 

23.20 cubic 

meter 
 

 

7 

Providing and laying autoclaved 
aerated cement blocks masonry 
with 150mm/230mm/300 mm 
thick AAC blocks in super 
structure above plinth level up to 
floor V level with RCC band at sill 
level and lintel level with 
approved block laying polymer 
modified adhesive mortar all 
complete as per direction of 
Engineer-in-Charge. 
(Thepayment of RCC band and 
reinforcement shall be made for 
seperately). 

56.16 

Cubic 

meter 
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 
including 

GST (in 
figures & 

words) 

Amount per  
Sqm/Mtr including 

GST (in figures & 
words) 

 Total   

 

 

      
  

 
 
Director (P&E) 

          For CEO, KIIFCON 

KIIFCON Private Limited 

    7th Floor, Felicity Square 

Thiruvananthapuram 

 
 


