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About us 

KIIFCON Private Limited (KIIFCON), a wholly owned subsidiary of Kerala Infrastructure 
Investment Fund Board (KIIFB), offers consultancy services including professional 
technical services, sustainable and innovative solutions for infrastructure development.  

KIIFCON aims to revolutionize Kerala’s infrastructure sector by providing expert technical 
services to engineering organizations. Their focus spans across various sectors, including 
transportation, buildings, energy, urban infrastructure, and public-private partnerships 
(PPP) transactions. 

KIIFCON offers a diverse range of services designed to meet the needs of various 
sectors. Major Key Service areas of KIIFCON are outlined below:  

➢ Consulting & Advisory Services 
➢ Environment Services 
➢ Design & Engineering 
➢ Project & Contract Management 
➢ Geographic Information System 
➢ Quality Management 
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Notice Inviting Quotation  

Director (P&E), KIIFCON on behalf of CEO, KIIFCON PVT LTD invites sealed quotations 
from experienced agencies for providing skilled labour services for Installing calcium 
silicate false ceiling and External Eave Board for its ongoing and upcoming Isolation 
wards projects in various zones across Kerala, where False ceiling tiles are supplied by 
the department. The contractor shall supply all suspension grids, perimeter channels, 
hangers, anchors, and accessories required for the complete installation of the ceiling as 
per BOQ. 

Scope of Services 

The scope of work includes, but is not limited to, the following activities: 

1. Installation of interior false ceiling 
1. Checking levels and alignment of the existing ceiling/structure. 
2. Ensuring surfaces are clean and suitable for installation. 
3. Installation of Suspension System: 24 mm T-grid (T-24 or T-15 as applicable), as per 

manufacturer’s recommendation.   
4. Erection of GI/Aluminium framework or channels (as per design). 
5. Grid Spacing: Main runners at 1200 mm centers, cross tees at 600 mm centers and   

Hangers: 4 mm diameter adjustable quick-fit hangers fixed to the structural soffit 
with approved anchors.   

6. Ensuring proper alignment, level, and fixing with anchors or suspension rods. 
7. Cutting and placing of calcium silicate boards as per approved layout. 
8. Fixing with screws, maintaining proper joints and alignment. 
9. Provision of cut-outs for services (lights, fire detectors, etc.) 
10. Application of jointing compound, tape, and necessary surface finishing for 

smoothness and paint readiness. 
11. Coordinating with electrical, plumbing teams for service openings and integration. 
12. All tiles shall conform to manufacturer specifications.  
13.   Installation shall be done by approved and trained applicators.   
14. Ensure the ceiling surface is dry and free from chemical fumes or vibrations.  
15.  Proper alignment and leveling to be ensured throughout the ceiling surface. 

2. Installation of External Eave Board 
 

1. Fixing of PVC eave boards along roof edges including all fittings, accessories, 
screws, clamps, and supports to provide a neat, durable, and weather-resistant 
finish as specified in the BOQ. 

2. Rigid PVC board suitable for external use shall be used for external Eave board. 
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3. Thickness shall be as per BoQ (typically 6–8 mm) with UV-stabilized, weatherproof, 
smooth or textured finish, Preferably white shade. 

4. Eave board shall be fixed through wooden or GI framing using self-drilling screws 
and PVC joiners. 

5. Boards shall be cut and fitted as per site dimensions.  
6.  Ensure all joints are sealed to prevent ingress of water or insects.  
7. Fixing shall ensure proper level and alignment.   
8. The entire installation to be visually consistent and clean.  
9. All boards to conform to manufacturer specifications.  
10.  Installation shall be done under dry, dust-free conditions. 

 
 

3. Installation of External PVC False Ceiling Work 

The work includes the supply and installation of external PVC false ceiling under roof 
projections/verandahs complete with framing, fasteners, joiners, and accessories, 
ensuring a neat, weather-resistant finish. 

1. PVC Panel shall be 200 mm wide, 7–8 mm thick tongue & groove interlocking 
type. 

2. Rigid unplasticized PVC (uPVC) with UV-resistant formulation.   
3. Finish shall be Smooth glossy/matte preferably white or approved colour.   
4. Framework shall be with Aluminium hollow box section (25 × 25 × 1.5 mm) or GI 

channel grid at max. 600 mm spacing.   
5. Fasteners shall be with Stainless steel screws with PVC caps, jointers and edge 

trims of matching profile. 
6. Aluminium/GI channels shall be fixed to soffit with approved anchors.   
7. PVC panels shall be snaped  into frame ensuring tight joints and level surface.  
8. Cutouts for lights and services shall be neatly provided.  
9.  Expansion gaps and drainage shall be ensured wherever applicable. 
10. Materials shall be from approved manufacturers with UV and fire test 

certificates. 
11. Installation shall be done under dry, dust-free conditions. 
12. Alignment and visual uniformity shall be ensured throughout. 
13. Minimum 10 years warranty against colour fading, deformation, and sagging. 

 
General conditions 

 
1. Maintaining cleanliness of the worksite. 
2. Following hospital safety protocols and infection control measures. 
3. Painting or final decorative finishes. 
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4. Ensuring the installation is carried out as per safety and quality standards 
approved by KIIFCON. 

5. All necessary tools, tackles, and minor consumables required for completing the 
work shall be arranged by the agency. 

6. Material wastage shall be kept to a minimum, and all scrap and waste shall be 
removed from the site at the contractor's expense. 

7. All materials (suspension system, channels, hangers) shall conform to 
Aerolite/Apollo make or equivalent. 

Duration of Engagement 

Labour services shall be engaged on a project- or site-specific basis, depending on the 
work schedule and site-specific requirements. The number of labourers required will be 
based on requisitions made by KIIFCON. The location of work shall be as per the Chart 
attached in the Annexure 1. The work shall be completed in 30 days. 

Submission of Quotation 

Interested agencies are requested to submit their sealed quotations along with the 
following details: 

• The bidder must possess a valid Class C Contractor’s License and have relevant 
experience in executing similar works, including the installation, fixing, and 
alignment of calcium silicate false ceiling in hospital projects.  

• Details of skilled manpower proposed to be deployed. 
• Rate quotation on per square metre (m²)/ metre (m) basis including all taxes and 

duties. 
• Safety compliance declaration and labour welfare compliance details. 

Delivery of Applications  

The RFQ shall be duly signed on each page by a person authorized by the entity. 
Documents of the entity authorizing such person must accompany the RFQ. KIIFCON 
reserves the right to reject outright any RFQ unsupported by proof of the signatory’s 
authority. The above details along with a covering letter shall be submitted on or before 
06.02.2026,03.00 PM in sealed cover with the name of the respondent and address 
clearly marked and identified as “Request for Labour for Installation of Calcium Silicate 
False ceiling, External Eave Board and External PVC False Ceiling in Isolation wards 
across Kerala – Zone 1.”  to the following address:  

 
The Director(P&E)  
KIIFCON, 7th Floor, Felicity Square,  
MG Road, Thiruvananthapuram- 695001, Kerala.  
Any clarification/ communication may be addressed to kiifcon@kiifb.org 
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General Terms & Conditions 

1. KIIFCON reserves the right to accept or reject any or all quotations without 
assigning any reason. 

2. Incomplete or conditional quotations will not be considered. 
3. Only bidders who meet the technical criteria specified in the RFQ shall be 

considered for evaluation of their financial quotations. 
4. The lowest offered rate shall be considered, and work order shall be issued to the 

lowest bidder(L1).  
5. The decision of KIIFCON regarding the selection shall be final and binding. 
6. The labourers engaged under this RFQ will be required to work in the project sites 

mentioned in the Annexure 1.  
7. The contractor shall provide labour services as per the agreed scope of work, 

drawings, and specifications provided by KIIFCON. 
8. The work shall be executed in accordance with the timelines and milestones 

defined by KIIFCON. 
9. Labour shall be deployed based on the work schedule and site-specific 

requirements provided by KIIFCON. 
10. The contractor shall ensure adequate manpower is available to maintain the 

progress of work at all sites simultaneously and complete the work as per the time 
stipulated in the RFQ. 

11. All work shall be performed with good workmanship and in accordance with the 
project specifications and industry standards. 

12. Any defective work or materials shall be rectified or replaced by the contractor at 
no additional cost. 

13. The contractor shall be responsible for arranging and bearing the costs of 
electricity and water connections required for construction purposes. 

14. The contractor shall ensure all labourers adhere to site safety protocols and wear 
personal protective equipment (PPE). 

15. Accommodation for the labourers and staff shall be arranged by the contractor 
16. The contractor shall be solely responsible for the safety and security of all tools 

and equipment brought to the site. 
17. Any injury, accident, or damage caused due to negligence shall be the 

contractor’s responsibility. 
18. The contractor shall appoint a competent supervisor on-site to coordinate the 

labour force and ensure proper execution of work. 
19. The supervisor shall act as the contractor’s representative and liaise with the 

site/project engineer of KIIFCON. 
20. Payments will be made only after satisfactory completion of work and inspection 

at site by KIIFCON. 
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21. Deductions will be made for damages, delays, or non-compliance with 
contractual terms. 

22. The contract will be terminated by either party with prior notice (as agreed), in case 
of breach of terms, non-performance, or other valid reasons. 

23. In such cases, the contractor shall remove all labour and materials belonging to 
them from the site within the specified time. 

24. The rate quoted shall be valid for a period of 4 months from the date of submission 
of the quote. 

25. Manufacturer’s product data sheets, Test certificates for fire resistance, acoustic 
performance, and humidity resistance, Installation manual and Warranty 
certificates shall be submitted by the Bidder. 

 
 
 
Contractors staff requirement at site: 

1. Work manager -1 No: (Graduate in Civil Engineering with 5 years of experience in 
Building construction) 

2. Site Engineer -1 No: (Graduate in Civil Engineering with 3 years of experience in 
Building construction) 

3. Site Supervisor – 2 No: (Diploma in Civil Engineering with 3 years of experience in 
Building construction) 

4. Safety engineer -1No:( Graduate in Civil Engineering with 3 years of experience in 
Building construction) 
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Schedule of Quantities 
 

Name of Work: Labour for Installation of Calcium Silicate False ceiling, External Eave 
Board and External PVC False Ceiling in Isolation wards across Kerala – Zone 1. 

 
 

Sl 
No. 

Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 

1 

Fixing 6 mm densified tegular edged 
eco friendly light weight calcium 
silicate false ceilingtiles of approved 
texture spintone /cosmos /Hexa or 
equivalent of size 595x 595 mm in true 
horizontal level, suspended on inter 
locking metal grid of hot dipped 
galvanised steel sections (galvanising 
@ 120 grams per sqm including both 
side) consisting of main 'T' runner 
suitably spaced at joints to get 
required length and of size 24x38 mm 
made from 0.33 mm thick (minimum) 
sheet, spaced 1200 mm centre to 
centre, and cross "T" of size 24x28 
mm made out of 0.33 mm (Minimum) 
sheet, 1200 mm long spaced between 
main 'T' of size 24 x 28 mm made out 
of 0.33 mm (Minimum) sheet, 1200 
mm long spaced between main'T' at 
600 mm centre to centre to form a grid 
of 1200x600 mm and secondary cross 
'T' of length 600 mm and size 24x28 
mm made of 0.33 mm thick 
(minimum) sheet to be inter locked at 
middle of the 1200x600 mm panel to 
from grid of size 600x600 mm, resting 
on periphery walls/partitions on a 
Perimeter wall angle pre-coated steel 
of size (24x24x3000 mm made of 0.40 
mm thick (minimum) sheetwith the 
help of rawl plugs at 450 mm centre to 
centre with 25 mm long dry wall 
screws @ 230 mm interval and laying 
15 mm thick densified edges calicum 
silicate ceiling tiles of approved 
texture (Spintone / Cosmos/hexa) in 

401.88 sqm   
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 
the grid, including cutting / making 
opening for services like diffusers, 
grills, light fittings, fixtures, smoke 
detectors etc., wherever require. Main 
'T' runners to be suspended from 
ceiling using G.I slotted cleats of size 
25x35x1.6 mm fixed to ceiling with 
12.5 mm dia and 50 mm long dash 
fasteners, 4 mm G.I. adjustable rods 
with galvanised steel level clips of size 
of 85x30x0.8 mm, spaced at 1200mm 
centre to centre along main 'T' bottom 
exposed with 24 mm of all T- sections 
shall be pre painted with polyster 
baked paint, for all heights, as per 
specifications, drawings and as 
directed by by engineer-in-charge. 
Note:- Only calcium silicate false 
ceiling area will be measured from 
wall to wall. No deduction shall be 
made for exposed frames/opening 
(cut outs) having area less than 0.30 
sqm. The 
calcium silicate ceiling tiles shall 
have NRC. value of 0.50 (Minimum), 
light reflection > 85% non - 
combustible as per B.S. 476 part IV, 
100% humidity resistance and also 
having thermal conductivity < 0.043 
w/m 0 KC. (False ceiling tiles will 
supplied by the department while the 
supply of suspension grids, perimeter 
channels, hangers, anchors, and all 
neccessary accessories, and labour 
for the installation are under the 
scope of the contractor) 

2 
Providing and fixing  PVC Eave board  
through out periphery of bottom of the 
gutter with approved design 

190 Meter   
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 

3 

Providing & Fixing false ceiling with 
7.5 mm thick PVC plain panel board 
ceiling of approved quality in 
aluminium frame work with necessary 
screws etc complete (Only Cost of 
labour charges included) 

129.80 Sqm  

 

4 

Steel work in built up tubular (round, 
square or rectangular hollow tubes 
etc.) trusses etc., including cutting, 
hoisting, fixing position and applying a 
priming coat of approved steel primer, 
including welding and bolted with 
special shaped washers etc. 
complete.Hot finished seamless type 
tubes 

800 Kg  

 

 

              
 

Dr.S J Vijayadas 
         Director (P&E) 
                                                                                                                                    KIIFCON PVT LTD 
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ANNEXURE-1 

 

List of Sites where labours are to be deployed: 
 

Sl. 
No 

District Site Name 

1 Alappuzha Community Health Center Velliyanad 

2 Trivandrum Community Health Center Venpakal 

 
 


