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About us 

KIIFCON Private Limited (KIIFCON), a wholly owned subsidiary of Kerala Infrastructure 
Investment Fund Board (KIIFB), offers consultancy services including professional 
technical services, sustainable and innovative solutions for infrastructure development.  

KIIFCON aims to revolutionize Kerala’s infrastructure sector by providing expert technical 
services to engineering organizations. Their focus spans across various sectors, including 
transportation, buildings, energy, urban infrastructure, and public-private partnerships 
(PPP) transactions. 

KIIFCON offers a diverse range of services designed to meet the needs of various 
sectors. Major Key Service areas of KIIFCON are outlined below:  

➢ Consulting & Advisory Services 
➢ Environment Services 
➢ Design & Engineering 
➢ Project & Contract Management 
➢ Geographic Information System 
➢ Quality Management 
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Notice Inviting Quotation  

Director (P&E), KIIFCON on behalf of CEO, KIIFCON PVT LTD invites sealed quotations 
from experienced agencies for providing skilled labour services for laying Floor and wall 
tiles  for its ongoing and upcoming Isolation wards projects in various zones across 
Kerala, where tiles are supplied by the Client. The contractor shall provide all labour, 
equipment, tools, and necessary materials like adhesives, spacers, grout, and other 
accessories required for laying and fixing. 

Scope of Services 

The scope of work includes the laying and fixing of wall and floor tiles as supplied by the 
client. The contractor shall provide all labour, equipment, tools, and necessary materials 
like adhesives, spacers, grout, and other accessories required for laying. 

Tiles shall be laid on properly levelled and cured surfaces. Before laying, tiles shall be 
soaked in water for at least 30 minutes (if ceramic). Tile adhesive or cement mortar (1:4) 
shall be applied evenly using a notched trowel. Tiles shall be pressed firmly and tapped 
with a rubber mallet to ensure full bedding and uniform joint thickness. Joints shall be 
cleaned and grouted with approved colour pigment matching the tile shade. Work shall 
be carried out as per IS 777 and IS 15622 guidelines. 

MATERIAL SPECIFICATION 

All tiles shall conform to relevant Indian Standards: 
• IS 15622:2017 – Ceramic (Vitrified) Tiles – Specification 
• IS 777:2018 – Glazed Ceramic Wall Tiles – Specification 
• IS 15477:2019 – Adhesives for Use with Ceramic Tiles 
• IS 13630 (Parts 1–6) – Methods of Test for Ceramic Tiles 

 
Tiles shall be of first quality, free from cracks, warping, or surface defects. The 
manufacturer’s batch number and specifications shall be submitted for approval before 
commencement of work. 

 
General conditions 

 
1. Maintaining cleanliness of the worksite. 
2. Following hospital safety protocols and infection control measures. 
3. Ensuring the installation is carried out as per safety and quality standards 

approved by KIIFCON. 
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4. All necessary tools, tackles, and minor consumables required for completing the 
work shall be arranged by the agency. 

5. Material wastage shall be kept to a minimum, and all scrap and waste shall be 
removed from the site at the contractor's expense. 

6. All materials shall be subject to inspection and approval by the Engineer-in-
Charge. Random samples shall be tested as per IS 13630. Work found 
unsatisfactory shall be dismantled and redone at the contractor’s cost. 
 

Duration of Engagement 

Labour services shall be engaged on a project- or site-specific basis, depending on the 
work schedule and site-specific requirements. The number of labourers required will be 
based on requisitions made by KIIFCON. The location of work shall be as per the Chart 
attached in the Annexure 1. The work shall be completed in 30 days. 

Submission of Quotation 

Interested agencies are requested to submit their sealed quotations along with the 
following details: 

• The bidder must possess a valid Class C Contractor’s License and have relevant 
experience in executing similar works, including the installation, fixing, and 
alignment of calcium silicate false ceiling in hospital projects.  

• Details of skilled manpower proposed to be deployed. 
• Rate quotation on per square metre (m²)/ metre (m) basis including all taxes and 

duties. 
• Safety compliance declaration and labour welfare compliance details. 

 

Delivery of Applications  

The RFQ shall be duly signed on each page by a person authorized by the entity. 
Documents of the entity authorizing such person must accompany the RFQ. KIIFCON 
reserves the right to reject outright any RFQ unsupported by proof of the signatory’s 
authority. The above details along with a covering letter shall be submitted on or before 
06.02.2026, 03.00 PM in sealed cover with the name of the respondent and address 
clearly marked and identified as “Request for Quotation for Labour for Laying and fixing 
floor and wall tiles in Isolation wards across Kerala – Zone 2”  to the following address:  

 

The Director(P&E)  
KIIFCON, 7th Floor, Felicity Square,  
MG Road, Thiruvananthapuram- 695001, Kerala.  
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Any clarification/ communication may be addressed to kiifcon@kiifb.org 

 
General Terms & Conditions 

1. KIIFCON reserves the right to accept or reject any or all quotations without 
assigning any reason. 

2. Incomplete or conditional quotations will not be considered. 
3. Only bidders who meet the technical criteria specified in the RFQ shall be 

considered for evaluation of their financial quotations. 
4. The lowest offered rate shall be considered, and work order shall be issued to the 

lowest bidder(L1).  
5. The decision of KIIFCON regarding the selection shall be final and binding. 
6. The labourers engaged under this RFQ will be required to work in the project sites 

mentioned in the Annexure 1.  
7. The contractor shall provide labour services as per the agreed scope of work, 

drawings, and specifications provided by KIIFCON. 
8. The work shall be executed in accordance with the timelines and milestones 

defined by KIIFCON. 
9. Labour shall be deployed based on the work schedule and site-specific 

requirements provided by KIIFCON. 
10. The contractor shall ensure adequate manpower is available to maintain the 

progress of work at all sites simultaneously and complete the work as per the time 
stipulated in the RFQ. 

11. All work shall be performed with good workmanship and in accordance with the 
project specifications and industry standards. 

12. Any defective work or materials shall be rectified or replaced by the contractor at 
no additional cost. 

13. The contractor shall be responsible for arranging and bearing the costs of 
electricity and water connections required for construction purposes. 

14. The contractor shall ensure all labourers adhere to site safety protocols and wear 
personal protective equipment (PPE). 

15. Accommodation for the labourers and staff shall be arranged by the contractor 
16. The contractor shall be solely responsible for the safety and security of all tools 

and equipment brought to the site. 
17. Any injury, accident, or damage caused due to negligence shall be the 

contractor’s responsibility. 
18. The contractor shall appoint a competent supervisor on-site to coordinate the 

labour force and ensure proper execution of work. 
19. The supervisor shall act as the contractor’s representative and liaise with the 

site/project engineer of KIIFCON. 
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20. Payments will be made only after satisfactory completion of work and inspection 
at site by KIIFCON. 

21. Deductions will be made for damages, delays, or non-compliance with 
contractual terms. 

22. The contract will be terminated by either party with prior notice (as agreed), in case 
of breach of terms, non-performance, or other valid reasons. 

23. In such cases, the contractor shall remove all labour and materials belonging to 
them from the site within the specified time. 

24. The rate quoted shall be valid for a period of 4 months from the date of submission 
of the quote. 

25. Manufacturer’s product data sheets, Test certificates for fire resistance, acoustic 
performance, and humidity resistance, Installation manual and Warranty 
certificates shall be submitted by the Bidder. 
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Schedule of Quantities 
 

Name of Work: Request for Quotation for Labour for Laying and fixing floor and wall tiles 
in Isolation wards across Kerala – Zone 2 
 

Sl 
No. 

Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 

1 

Laying vitrified joint free floor tiles in 
different sizes (thickness to be 
specified by the manufacturer) with 
water absorption less than 0.08% and 
conforming to IS : 15622, of approved 
make, in all colours and shades, laid 
on 20 mm thick cement mortar 1:4(1 
cement : 4 coarse sand), including 
grouting the joints with white cement 
and matching pigments etc. 
complete.The contractor shall 
provide all labour, equipment, tools, 
and necessary materials like , 
spacers, cement, and other 
accessories required for installation. 
(Tiles will be supplied by client). Size 
of Tile 1200x 600 mm. 

343.64 
Square Meter   

 

2 

Laying vitrified joint free floor tiles in 
different sizes (thickness to be 
specified by the manufacturer), with 
water absorption less than 0.08% and 
conforming to IS: 15622, of approved 
brand & manufacturer, in all colours 
and shade, in skirting, riser of steps, 
laid with cement basedhigh polymer 
modified quick set tile adhesive 
(water based) conforming to IS: 
15477, in average 6 mm thickness, 
including grouting of joints for 
grouting of joints to be made 
separately).The contractor shall 
provide all labour, equipment, tools, 
and necessary materials like  spacers, 
cement, and other accessories 
required for installation. (Tiles will be 
supplied by client). Size of Tile 1200x 
600 mm. 

300.48 
Square Meter   

 



Request Of Quotation for Labour for laying and fixing of Floor and wall tile in Isolation wards 

 

8 | P a g e  
 

Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 

3 

Laying Vitrified wall tiles in different 
sizes (thickness to be specified by the 
manufacturer), with water absorption 
less than 0.08% and conforming to IS: 
15622, of approved brand & 
manufacturer, in all colours and 
shade, in skirting, riser of steps, laid 
with cement basedhigh polymer 
modified quick set tile adhesive 
(water based) conforming to IS: 
15477, in average 6 mm thickness, 
including grouting of joints for 
grouting of joints to be made 
separately).The contractor shall 
provide all labour, equipment, tools, 
and necessary materials like  spacers, 
grout, and other accessories required 
for installation. (Tiles will be supplied 
by client) 

1011.88 
Square Meter  

 

4 

Laying Anti slip vitrified joint free floor 
tiles in different sizes (thickness to be 
specified by the manufacturer) with 
water absorption less than 0.08% and 
conforming to IS : 15622, of approved 
make, in all colours and shades, laid 
on 20 mm thick cement mortar 1:4(1 
cement : 4 coarse sand), including 
grouting the joints with white cement 
and matching pigments etc., 
complete.Tiles only supplied by 
client.The contractor shall provide all 
labour, equipment, tools, and 
necessary materials like spacers, 
cement, and other accessories 
required for installation. (Tiles will be 
supplied by client).Size of Tile 1200x 
600 mm. 

311.36 
Square Meter 

 

 

5 

Laying   Anti slip vitrified joint free floor  
tiles in different sizes (thickness to be 
specified by the manufacturer), with 
water absorption less than 0.08% and 
conforming to IS: 15622, of approved 
brand & manufacturer, in all colours 
and shade, in skirting, riser of steps, 
laid with cement basedhigh polymer 

0.00  
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 
modified quick set tile adhesive 
(water based) conforming to IS: 
15477, in average 6 mm thickness, 
including grouting of joints for 
grouting of joints to be made 
separately). The contractor shall 
provide all labour, equipment, tools, 
and necessary materials like spacers, 
cement, and other accessories 
required for installation. (Tiles will be 
supplied by client). Size of Tile 1200x 
600 mm. 

6 

Laying Antiskid Ceramic  floor tiles of 
size 300x300 mm (thickness to be 
specified by the manufacturer) of 1st 
quality conforming to IS : 15622 of 
approved make in colours such as 
White, Ivory, Grey,Fume Red Brown, 
laid on 20 mm thick cement mortar 
1:4 (1 Cement :  4 Coarse sand), 
Jointing with grey cement slurry @ 3.3 
kg/sqm including pointing the joints 
with white cement and matching 
pigment etc.complete (size of tile 
300x300mm). The contractor shall 
provide all labour, equipment, tools, 
and necessary materials like spacers, 
cement, and other accessories 
required for installation.(Tiles will be 
supplied by client). 

157.4 
Square Meter 

 

 

7 

Laying  Ceramic glazed  wall  tiles of 
size 300x300 mm (thickness to be 
specified by the manufacturer) with 
water absorption less than 0.08% and 
conforming to IS: 15622, of approved 
brand & manufacturer, in all colours 
and shade, in skirting, riser of steps, 
laid with cement basedhigh polymer 
modified quick set tile adhesive 
(water based) conforming to IS: 
15477, in average 6 mm thickness, 
including grouting of joints for 
grouting of joints to be made 
separately.size  of tile 300 x 450 mm,  
The contractor shall provide all 

6.4 Square 

meter 
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Sl 
No. Resource Qty 

Rate per 
Sqm/Mtr 

including GST 
(in figures & 

words) 

Amount per  
Sqm/Mtr 

including GST 
(in figures & 

words) 
labour, equipment, tools, and 
necessary materials like spacers, 
grout, and other accessories required 
for installation.(Tiles will be supplied 
by client). 

8 

Laying  Heavy  duty Chequered  floor 
tiles in different sizes (thickness to be 
specified by the manufacturer) with 
water absorption less than 0.08% and 
conforming to IS : 15622, of approved 
make,and different sizein all colours 
and shades, laid on 20 mm thick 
cement mortar 1:4(1 cement : 4 
coarse sand), including grouting the 
joints with white cement and 
matching pigments etc., complete. 
The contractor shall provide all 
labour, equipment, tools, and 
necessary materials like spacers, 
cement, and other accessories 
required for installation. (Tiles will be 
supplied by client). 

22.76 

Square 

meter 

 

 

9 

Providing and laying water proofing 
treatment in sunken portion of WCs, 
bathroom etc. by applying cement 
slurry mixed with water proofing 
cement compound consisting of 
applying : a) First layer of slurry 
cement @ 0.488 kg/sqm mixed with 
water proofing cement compound @ 
0.253 kg/sqm.  This layer will be 
allowed to air cure for 4 hours. b) 
Second layer of slurry of cement @ 
0.242Kg/sqm mixed with water 
proofing cement compound @0.126 
kg/sqm. This layer will be allowed to 
air cure for 4 hours  followed with 
water curing for 48 hours. The rate 
includes prepration of surface, 
treatment and sealing of all joints, 
corners junctions of pipes and 
masonary with polymer mixed slurry. - 
water proofing.   

390.48 

Square 

meter 
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 Dr. S J Vijayadas 

                                                                                                                        Director (P&E) 

                     For CEO KIIFCON 

                                                                                                                         KIIFCON PVT LTD 

       

 

ANNEXURE-1 

 

List of Sites where labours are to be deployed: 
 

Sl. 
No 

District Site Name 

1 Ernakulam Taluk Hospital  Paravur 
 

2 Ernakulam Taluk Hospital  Njarakkal 
 

3 Ernakulam Taluk Hospital Fort Kochi 
 

4 Thrissur Community Health Center Thriprayar 
 

 
 


